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ABSTRACT

In this paper we discuss dynamic control of a free-flying space robot system

where the base attitude is not controlled by thrust jets. Without external forces

and moments, the system is governed by linear and angular momentum conser-

vation laws. We first derive the system dynamic formulations in joint space and

in inertia space, based on Lagrangian dynamics. Then we discuss the fact that

dynamics of a space robot system can not be linearly parameterized, as opposed

to the case of a fixed-based robot. Revealing this property is significant since the

linearity of parameterization has been used as a prerequisite for various adaptive

and nonlinear control schemes currently used in the robot control. Based on the

dynamic model of the space robot system, a simple linear control scheme is pre-

sented for the normal regulation problem for tasks in space, such as holding lights

for illuminating objects or handing an astronaut tools in extra-vehicular activitv.

A globally stable dynamic control scheme is proposed for trajectory tracking ap-

plications, such as catching moving objects or structure inspection for the space

station. The dynamic control algorithm exhibits a fast and accurate motion re-

sponse even when the mass/inertia ratio of the base with respect to the robot is

low. The effectiveness of the proposed algorithms are demonstrated by simulation

studies.
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1 Introduction

Robotic technology offers two potential benefits for future space exploration. One benefit is miii-
imizing the risk that astronL s face, since the Pavironment for humans in space is inhospitable,
such as high vacuum, extreme glare and te-.iperature, possibly high level of radiation. The other
benefit is increasing the productivity of the mission, because the extra-vehicular activity (EVA)
consumes considerable time and cdn require the degree of dexterity exceeding human capability.
The use of robots, however. Is a challenge problem for control of both robot and space vehicle that
the robot is attached to as a base. Considerable research efforts have been directed to man-machine
interfacing of telerobotics [3, 21], control of light-weight flexible space robots [5], and development
of space robot concept [15, 4, 21].

Only recently the research on dynamics and control of a space robot system by considering the
interaction between the space robot and the base (spacecraft, space station, or satellite) has begun.
Due to the dynamic interaction, the motion of space robots can alter the base trajectory. On the
other hand, the robot end-effector may miss the desired target due to the motion of the base. This
mutual dependence severely affects the performance of both robot and base, especially when the
mass and the moment of inertia of the robot and payload are not negligible in comparison to the
base. Any inefficiency in the planning and control can considerably risk the success of the space
mission.

Lindberg, Longman, and Zedd [10] addressed several issues related to dynamics and kinematics
of a space robot system when the base is controlled in orientation but free in translation, and
when the base is free in both orientation and translation. In the paper [9], Longman discussed the
kinematic relationship in joint space and inertia space, called forward a'd inverse kinetics problcms,
and the workspace of a space robot. Vafa and Dubowsky [19, 20], and Papadopoulos and Dubowsky
[13] introduced the concept of Virtual Manipulator to represent the dynamics of a space robot
system. The virtual manipulator concept makes it possible to reproduce the kinematic behavior of
a space robot by the kinematics of a modified fixed-base robot. They applied this concept to plan
robot motions that minimize disturbances to the spacecraft, and recently to study the singularity
problem of space robots. Due to the conservation of angular momentum, non-integrable velocity
constraints result in the nonholonomic nature of a space robot, and were discussed by Nakamura
and Mukherjee [12]. Umetani and Yoshida [18] proposed a resolved rate and acceleration control
based on the Generalized Jacobian Matrix of a space robot. Masutani, Miyazaki, and Ariznoto
[11] addressed feedback control problems of a space robot system. Alexander and Cannon [2], and
Ullman and Cannon [16] provided an experimental study in autonomous navigation and control of
a free-flying space robot.

In this paper, we address the problem of controlling a space robot when the base is not cont rolled
by thrust jets. The base attitude can be normally controlled by reaction wheels or thrust jets.
Reaction wheels can be installed in three perpendicular directions and their speeds can be altered
to control the orientation of the body. In this case, the linear and angular momenta are conserved
because no external force is applied. When thrust jets are used to control the attitude of the base.
however, linear and/or angular momenta are not conserved, due to external thrust forces. We
consider the case when the robot works on a base with no thrust jets in this paper. Therefore,
the robot is completely free-flying in zero-gravity environment. This unique feature results in two
properties of the space robot with respect to the fixed-base robot. First, the kinematic mapping
from joint space to Cartesian (inertial) space, or vice versa, is no longer unique and is in relation
to not noly the current positions, but also to the past path that the robot follows. Second, t he
kinematic relationship is dependent on dynamic parameters, such as the mass and the moment of



inertia.
In this paper, first we systematically formulate kinematics and dynamics equations of a free-

flying space robot system, based on linear and angular momentum conservation law and Lagrangian
dynamics. Then the dynamic properties of the system are studied. It is found that the free-flying
space robot dynamics cannot be linearly expressed in terms of dynamic parameters, such as the mass
and inertia of the robot. In other words, it is impossible to properly choose a set of combinations of
dynamic parameters, such that the dynamics can be represented by product of two functions, one
with dynamic parameters, and the other with no dynamic parameters. This results in infeasibility
of many control schemes, such as most existing adaptive control schemes, which use this property
as a prerequisite.

Based on the derived dynamic model in inertia space, two control schemes are proposed for
normal regulation and trajectory tracking problems. Applications of regulation control can be
found in various tasks in space, such as lights holding for illuminating objects, or handing tools
to astronauts in extra-vehicle activity. - For inspection of the structure or surface of the space
station, or parts transporting, trajectory tracking is essential. The PD-based regulator is simple
to implement and works well for the large mass/inertia ratio (bass/robot). The tracking controller
makes full use of dynamic model, therefore allows more accurate and fast motion even for the small
mass/inertia ratio (bass/robot). The effectiveness of the control schemes proposed is demonstrated
by simulation results.

2 Kinematics of the Space Robot System

In this section, we will discuss kinematics of the free-flying space robot system. As pointed out
previously, since the kinematics in this case is actually mass and inertia related, it is completely
different from the conventional fixed-based robots. Our discussion in this section is focused on the
motion relationship between the joint space and inertia space, without explicitly involving acceler-
ation. Some papers, such as [9, 17, 11], have derived kinematics equations, but for the purpose of
developing dynamic control scheme and easy understanding the discussion in the following sections,
we provide a uniform formulation for kinematics of a space robot system.

A space robot attached to spacecraft on the orbit is considered as a free-flying system in the
non-gravitational environment. The system is modeled as a set of n + 1 rigid bodies connected
by n joints, which are numbered from I to n. A joint variable vector q = (q, q2, ,q,-)T is used
to represent those joint displacements. Each body is numbered from 0 to n, and the base can be
named as B in particular. The mass and inertia of ith body are denoted by mi and Ii, respectively.

We define two coordinate frames, the inertia coordinate 11 on the orbit, and the base coordinate

ZB attached on the base body with its origin at the centroid of the base. As shown in Figure 1,
let R, and ri be the position vectors pointing the centroid of ith body with reference to Z, and
ZB respectively, then

R, = ri + RB (l)

where RB is the position vector pointing the centroid of the base with reference to

In general, the desired motion of a manipulator is specified in terms of hand trajectory in inertia
coordinate, while the servo control system requires that the reference inputs be specified in joint
coordinate. The relationship between the inertia coordinates, such as lift p., sweep p,, reach p:.
yaw o, pitch Al, and roll -y. and the joint angular motion in fixed-base case is inherently nonlinear
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Figure 1: A free-flying space robot system model.

and can be generally expressed by a nonlinear vector function

X(t) = f(q(t)) (2)

where f is a vector function, and X(t) and q(t) are vectors representting state variables in the
inertia coordinates X(t) = (px, ps, pz, a, 3, Y)T, and in joint coordinates q(t) = (ql, q2,'", q,,)T.

In free-flying case, however, it must be noted that even the forward kinematics is difficult to
solve. The position and orientation of the hand may not have a closed-form solution because it
depends on the inertia property which changes with configurations. Thus the solution is function
of the history of the configurations [9]. The inverse kinematics problem is even more difficult to
tackle.

One possible solution to this dilemma is to discuss the kinematics problem indirectly by motion
rates rather than by displacements. It has been found [17] that the motion rate of the hand and that
of joint variables can be linearized excluding from their history. If the trajectory at the initial st ate
and the joint motion rate at each step are determined, the trajectory of position and orientation
of the hand in inertia space can be obtained by numerical integration.

Let V, and 11, be linear and angular velocities of ith body with respect to 1:, Vi and ', with
respect to ZB Then we have

V, = vi+V+ B xr :i
, = 

, ; i+£t QB

where VB and Q B are linear and angular velocities of the centroid of the base with respect to
and operator 'x' represents outer product of R3 vector. The velocities in base coordinates vi and

can be represented by

[ V =J3(q)4

3



where Ji(q) is the Jacobian of the ith body,

Ji = JLi(q) (5)

vi = JLi(q)4 (6)

Wi = JAi(q)4 (7)

In what follows, we derive the relationship between motion rate in inertia coordinates and that
in joint coordinates. The linear and angular momenta P and L are defined as

n

P = ( MiVi)

n

L = 2: OIli + miRi x Vi (9)
i=o

where IP is the inertia tensor in EB. Now we define the following for the centroid of whole system,

MC = Zmi (10)
i=0

n

rc Zmiri/m, 11)
i=1
n

Jc = ZmiJLi/mc (12)
i=1

Substituting Equations (10,11,12) to (8,9) yields

PL Hv Hvo VB 1+ [1[ 03 1[LJ HQ Ho £B IL RHnq RB P J

Each block submatrix is determined by

Hv = mCU 3  E R3x 3  11)

HvQ = -mc[rcx] E R33 (15)

Hvq = m'Jc E S3( 1)

n

Ha = y[IB + miD(ri)] + 1B E (33 17)

Hq = ZIh'BJA, + ml[rjXIJL] E 3 .')
:=4



where U 3 is a 3 x 3 unity matrix, 03 is a 3 x 3 zero matrix. The matrix functions [rx] and D(r)

for a vector r = [r,, r, rI]T are defined as [0 .
-r. r,[rx r (19)

X] r 2 r'ry 2 -rxrzD(r) = [rx]Tfrx]I= r + _r (20)

[ -rr r -r rX (2r)

Because in free-flying case we assume that there are no gravitational force and no external forces

acting on the system, therefore, the linear and angular momenta of the system are conserved.
Without loss of generality we assume that the system is stationary in the initial state. This implies

that total linear and angular momenta are zero. Substituting P = 03 and L = 03 into (13) we
obtain

VB = HL(q)4 (21)

wB = HA(q)4 (22)

Wv here

HL = H Hvn HVq

[HA] [HT HO~j H~qJ

(23)

[ -- rx]HBHM] (21)

HB = HO - mD(rC) (25)

H.%f = Hnq - mc[rcx]Jc (2()

1'h ere fore,

VE = VE+VB+ QB x rE

= NL! (27)

A= (2,S)

E = N(q) (29)

N(q) = NL(q) 1 (30)

NA(q)

NL = JL + HL - [rEx]H4

= JL - J, - [(rE - r,)x]H-BH. i (31

N 4  = JA + HA

.5



- JA - HBHM (32)

J(q) = JL(q)

and rE is the hand position with respect to the base, J is the conventional fixed-based Jacobian of
the robot with respect to the base, N is so-called the generalized Jacobian [17] which is not only
a function of robot motion but also function of the base motion.

Let r = [7,..., 7,]T be a vector of joint torques corresponding to the joint coordinates q, and
F = [F., Fy, F, T.,TY,T] T be a vector of the generalized force in the inertia coordinates. Assume
that there exist virtual displacements 6x and bq in inertia space and in joint space, respectively.
The relationship between 6x and bq is

x= Nbq (3:3)

where N is the generalized Jacobian. By the virtual work principle,

bwork = T~q - FTbx = (r - NTF)T q = 0

for all 6 q, therefore,

r = NTF (34)

This relationship will be used in dynamic control in the following sections.

3 Dynamics of the Space Robot System

Based on Lagrangian dynamics, we formulate the dynamics equation in joint space as follows. It
is known that the total kinetic energy of the space robot system is given in terms of variables in
joint space by

K= lTM(q)4 (35)
2

where M(q) is a 6 x 6 symmetric kinetic Piergy matrix.
Since the space robot works in non-gravitational environment and we assume that no elastic

body is involved, the potential energy can be regarded as zero. Thus, the Lagrangian formulation.

d OK OK

dt (304)

yields the motion equation

M4 + B(q, 4)4 = r (37)

where

B(q,4)4 = M44 - a( 1qTM4) (38)
Oq 2

and
M =Hq - mjTj HT H IHM (39)

is symmetric and positive definite. and

6



Hq = Z(JTIJAi + mJTiJLL) (40)

i=1

is the inertia matrix of the robot when the base is fixed.
From (37) to (40) we can observe the following properties of the dynamics model for a free-flying

space robot.

* As in the fixed-based robot system, M and B cre not independent, and M - 2B aie skCw-
symmetry. This can be easily seen by energy conservation principle, i.e.,

I!d (4TM4 ) = 4 T7
2dt

which implies
4Tr( - 2B)4t = 0

e The inertia matrix M is composed of two parts, manipulator inertia matrix M 1 which is
completely independent of the base dynamics and only a function of the robot motion with
respect to the base coordinates, and coupled inertia matrix M 2 which takes the dynanic
interaction into consideration. That is,

M = M1 + M 2  (11)

M 1 = Hq (-12)
M 2  HT HjHM (-13)

Since B(q,4)4 = D4 - a(2 q Mq) 
(.1-1)

if M can be decomposed into two parts, M, and M 2 , then B can always be decomposed
into two parts B1 and B 2 . In this way, dynamics of the system can also be viewed as a
combination of two subsystems corresponding to the manipulator part and interaction part.

r = 7 1 +- r 2

m=
7-2 = M24+B2(q,4)4

The first part r, is linear in terms of robot dynamic parameters such as mass and inertia
tensor, and nonlinear in terms of kinematic parameters. The second part 72 is completely
nonlinear in terms of both kinematic and dynamic parameters, as we will discuss later in
detail. By kinematic parameters we mean joint variables and geometrical parameters of
links.

When the base mass/inertia is sufficiently large compared to that of the robot and he load
being manipulated, the effect (;f the dynamics of the second part is reduccd, as I., is in-
versely proportional to m, and f, which are total mass and moment of inertia of the system
respectively. The first part dynamics r, doe, not change since it is independent of the base
parameters. The first part dynamics 71 therefore dominates the whole system.



* The most important property of the free-flying space robot system that will be addressed
in detail is nonlinearity of parameterization with respect to the dynamic parameters which
makes the control of the space robot system much different from that of the fixed based robot
system. We will discuss this issue in the following section, nonlinearity of parameterization.

In the similar way, we can obtain the dynamic equation of a space robot system in inertia space.
The detail derivation can be found in Appendix 1.

HR + C(x,k)k = F (.5)

wvlhere

C(x - -k--(xTH*)(.16)Ox2

and H is symmetric and positive definite, H - 2C is skew-symmetry. For simplicity, we include
*ill derivation process in Appendix 1. The relationship between joint space dynamics and inertia
space dynamics can be summarized as follows.

k = N(q)q (4t7)

= N(q)4 + 1N(q, 4)4 (18)

F = N-T(q)7 (-19)

H(x) = N-T(q)M(q)N-'(q) (.50)

C(x,k)k = N-T(q)B(q, 4)4 - H(x)&(q, 4)4 (.51)

Obviously, the inertia matrix H is even more complicated than its counterpart in joint space M
bcailise it involves inversion of the generalized Jacobian matrix.

4 Nonlinearity of Parameterization

In this section we discuss one of fundamental differences in dynamics between the fixed-based robot
;td the free-flying space robot, nonlinearity of parameterization. We first discuss the linearity of

parameterization in dynamics of the fixed-base robot and its importance in control. Then we
( lrnonstrate the nonlinearity of parameterization in dynamics of the free-flying space robot.

The property of linear parameterization of the fixed-based manipulator dynamics is important
for both controller design and dynamics analysis [8]. It has been used as one of prerequisite
'On1ditions in design of most of nonlinear dynamic control and adaptive control for conventional
robot manipulators [7, 1-1]. Let's take adaptive control as an example to illustrate the importance
of linear parameterization of manipulator dynamics.

Present robot adaptive control schemes can be generally classified into three categories, drmcl,
midircct, and composite adaptive control. Nearly all of these algorithms are based on the property of
linwar parameterization in the robot dynamics, i.e., possibility of selecting a proper set of equivalent
parameters such that the robot dynamics depends linearly on these parameters. These controllers
can take full consideration of the nonlinear time-varying and coupled dynamics, without unrealistic

8



assumptions on linearization of robot dynamics, or on decoupled joint motions, or on slow variation

of the inertia matrix used by early-day robot adaptive controllers.

According to Equation (35), the system dynamics can be linearly parameterized if both M and

B can be linearly parameterized. From Equation (36), linear parameterization of B depends on

that of M. Therefore, the problem of linear parameterization of space robot dynamics, can be

reduced to the problem of linear parameterization of inertia matrix of the free-flying robot systnI

since the space robot works in zero-gravity environment and no gravity force is involved in dynamics
equation. If the property of linear parameterization were still valid, most of existing algoritins

for controlling the fixed-based robot would be applicable to the free-flying space robot systems.

Unfortunately, this property is no longer valid here. We will demonstrate that it is impossible to

linearly parameterize dynamics of the free-flying space robot system, in theory and by case stud.

As we have derived, the inertia matrix M can be represented by

M = M 1 + M 2  (52)

MI = Hq (53)

M2 =_ jTj Hj T -A1H (54)

Therefore, the problem of linear parameterization of inertia matrix becomes the possibility of
linear parameterization of M 2 , since M 1 is the inertia matrix of the fixed-base robot which can be

linearly parameterized [8]. Now we examine whether M 2 can be linearly parameterized in terms
of dynamic parameters.

Refer to Equation (12),
71

Jc= Z miJLi/mC (55)
i=1

thus,
cjTjc I m Ti Mi7.mif

rn - - -mimJLiJL) = , Rj (.56)
i= j=1 

M c  i=l j=1 Mc

where Rij is a function of geometric parameters and joint variables, and independent of dynainic
parameters. Therefore, the first term in M 2 can be linearly determined by choosing a set of
parameters mrnmj/m, (i,j = 1.... n).

Then we examine the second term, H HT H-HM, which is much more complicated. From

previous derivation, we have

71

HB = Z(Ij + m 1D(ri)) + IB - mD(r,) (57)
i=1

HB (5,8)
det(HB)

where H is the adjoint of the matrix HB.
It can be observed that the linear parameterization of the second term is possible only if det(HB)

can be reduced from all elements of HT H H, or if it can be expressed as a product of two scalar
functions with only one containing dynamic parameters. Because HB is time varying and cotihpld,
det(H 8 ) can not be eliminated from HTH HMg. Furthermore, det(HB) can not be expressed as

a linear scalar function with respect to any set of combinations of dynamic parameters. Therefore,

9



the second term of the inertia matrix, HT1 H 'HM can not be linearly parameterized in terms of

dynamic parameters.
From the 2-D example given in the case study section, we can take a closer look at property of

the term HTHM'Hm where HB is reduced to a scaler,

HB = 10 + 11 + f2 + Mn(xi + yI) + m2(X2 + y2) + mc(r,:x + r'Y) (59)

HM = [11 + I2,J1 + m 1i-ricy,rirx]Ji + m2[-r2cyr2cx]J2 (10)

It can be easily seen that HTiHAI cannot be reduced by HB. On the other hand, "B can not

be expressed as a product of two scalar functions with one including combinations of dynamic

parameters (10, 1, 12, mc, M 1 , M 2 ), and the other excluding these parameters. Thus, it is impossible

to linearly parameterize space robot dynamics even for the simple 2-D case.

It is noted that the previous analysis is for the inertia matrix in joint space. In inertia space,
the inertia matrix H = NTMN - 1 is even more complicated, due to inversion of the generalized

Jacobian matrix N. In the same manner, it can be shown that the dynamics equation in inertia

space can also not be linearly parameterized for the space robot system.

5 Dynamic Control Algorithms

Based on previous dynamic formulations, in this section we derive control schemes for the free-flying

space robot system.
It must be noted that the desired position or trajectory of the space robot system usually is

specified in inertia space, while it can not be uniquely mapped into the joint space where control

is executed. Using the pseudo-inverse method, we can find at least one solution of the joint angles

based on the given position in inertia space [i]. This, however, requires frequent calibration and

computational complexity. Therefore, we propose our control schemes in inertia space, other than

in joint space.
We consider two basic cases in controlling the space robot system, regulation and tracking. In

rQ/ulation, we position the robot hand to the desired location, or target location, in inertia space.

This type of tasks can be useful for holding lights illuminating the objects or handing an astronaut

some tools in extra-vehicular activity. In tracking, we control the robot hand motion to follow the

given trajectory. This type of task is essential in inspection of space station structure and surface.

part transport, or light assembly. In what follows, we first develop a simple PD control scheme
for regulation control, and then propose a globally stable dynamic control scheme for tracking
applications.

5.1 Regulation

Let x, and x be the generalized displacement vectors of the target which the robot is to reach, and

of the robot hand in inertia space, respectively. The difference between them is denoted by

ep = x - xt (61)

The objective of regulation is to control robot such that x converges to the given xt, assuming
xt is within the nonsingular workspace of the robot.

Theorem 1 If the following regulator in inertia space is applied to the dynamic system (45) in

inertia space,
F = -(Kpep + Kd;p) (62)

10



where KP and Kd are constant, diagonal gain matrices with positive kpj and kdj on the diagonals,

or a corresponding regulator in joint space is given by

r = NTF = -NT(Kpep + Kdep) (63)

then the equilibrium state xt = x is asymptotically stable, if N is of full rank.

Proof
A Lyapunov candidate is taken as

V 1 (t) = e( TH*+eTKpep) (6.4)

Using the skew symmetry of the matrix (H - 2C), the time derivative of VI(t) becomes

V1J (t) = *T(F + Kpep) ((5)

Substituting (62) into (65) yields

V7(t) = -TKd < 0 (66)

Thus, Vi = 0 iff k = 0. This implies that x = -H-Kpep. Therefore, one has 1 = 0 only if
ep = 0.

Note that the position convergence of the simple PD controller (62) does not require a priori
knowledge of system dynamic parameters. However, the controller (63) in joint space does require
a priori knowledge of dynamic parameters, because the generalized Jacobian N is invloved. For a
given set of control gains, its transient response also depends on system dynamic parameters, as
well as the modeling error.

5.2 Tracking

The objective of tracking is to constrain the robot hand motion to follow the given trajectory
in inertia space which is determined by task specifications. For example, in the task of catching
a moving object in space, the trajectory and velocity of the robot before and after catching are
determined by motion requirement of catching and trajectory of the object. Measurement for the
robot hand position in inertia space may not be an easy problem, since a wide range sensor may
iiot be found in space applications. Laser range finder may be a good candidate as proposed in [6].
In the case that the hand position can not be directly measured, it still can be determined by using
joint measurements, base location, and the generalized Jacobian matrix. This requires, however.
that the base location in inertia space is measurable, and at the same time introduces observing
errors. From now on we assume the measurement of the robot hand in inertia space is available.
Moreover, we assume that the desired Xd, Xd and xd are bounded.

Theorem 2 For the dynamic system (45), if we apply a dynamic control law in inertia space

F = H(Rd + Kdep + Kep) + C(x, k)k (67)

an(i the corresponding control torques in joint space is given by

r = NTF = NT[H(i d + Kdap + Kpep) + C(x,)k] ((iS)

then the equilibrium state is asymptotically stable, if N is of full rank.
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Proof
If we substitute (67) into (45), then we get

ep + Kd-&p + Kpep = 0 (69)

where KP and Kd can be so chosen that the system has the desired performance by pole assignment.
We select a Lyapunov candidate as

V2 (t) = f(erep + eTKpe,) (70)
2P

Differentiating it with respect to time,

V2 (t) = (p + Kpep) (71)

i.e.
V'l(t) = --XTK*i < 0 (72)

V2 = 0 implies that k = k and x = xi. This proves that the equilibrium state is asymptotically
stable.

In the above control scheme, we have incorporated complete dynamics of the system. With the

knowledge of complete system dynamics, the robot can follow a given trajectory and enhance the
desired motion performance. Most of existing approaches for the free-flying space robot system
are kinematics-based control scheme, though they may involve the generalized Jacobian matrix
which is dynamics dependent [11, 18]. The effectiveness of dynamic control can be demonstrated

in simulation study of the following section.

6 Simulation Study

To better understand the space robot dynamics and demonstrate the validity of the proposed
control laws, we discuss a case study in this section. The model of a two-dimensional free-flying
space robot system model is shown in Figure 2. For simplicity, we locate the robot base at the
centroid of the base, and links of the robot are represented by lumped mass.

The position vectors of the base, link 1 and link 2 in inertia space are denoted by R 0 , R 1 and

R 2 , respectively. The position vectors of link 1 and link 2 in the base frame are r, and r",

o -Y( R [1 R2 =[Y(73)
YO R Y= Y2

S= r + 11c, 
(7)

r,2~ ~ X2 r+1C + 1212 ]75
where c, = cos(ql), s12 = sin(ql + q2), etc.

We further simplify the model by assuming 11 = 12 = 1 and m =M2 = m thereafter.

V1 = i = J14 (76)
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Base

Figure 2: A free-flying planar space robot system.

V 2 = i2 = J24 (77)

'-I= (A478 )

-2= JA2 4 (9

%v liere

q [ T (so)

=, -18, a] J2 [-1-812 -1812](I
[Ic1  0 IC IC+c12  1C12 J

JA [1, 0] JA2 = [1, 1] (2

The centroid of the whole system can be determined as folows

MC= MO + MM

m mi

Jc = M J, + -J 2

Trhe velocities of two links are

Vi = vi + Vo+Qo x r

= Vo +J 1 4 - r, x O

V 2 = VO +J 2 - r 2 X QO
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91 = fe + w 1

= s-eO+JA41

Q-2 = 90 +JA 2 4

where Q0 = q0.

Following derivations in Section 3 we have

Hv = mcU 2

_ [ -my, - my 2 1
2 x+ - +x2

Ho = 10 + +1 + 2 +m(x + m(x+y
HVq = mJ 1 + mJ 2

Hoq = (11 + 12, 1) + m(-yI, X)JP + m(-y2, X2)J2

11B = Ho - mrnD(r,)

D(r) = r 2+ r2

H IV = [11 + 12,12] + m[-(r, - rc)y,(r, - r).]J1 + m[-(r 2 - rc)y,(r2 - r.) 1 ]J 2

The generalized Jacobian can then be determined by

N = [NL,NAI
T

NL = J - J, - [(r 2 - r),, -(r 2 - rc)zITHB1Htf

NA = JA-HB H

The joint space system dynamics can then be computed by using Equations (35) to (38) and
the above equations, and the corresponding dynamics equation in inertia space can be obtained by

(45) to (51).
Based on the above planar model, we conduct a set of simulation studies to verify our control

algorithms. In the simulation we assume that m = 50(kg), I = 2.5(m), a, = a 2 = 1.25(m),

11 = 12 = 26(kgm2 ) for robot parameters. Initially the coordinate F, coincides with 28 and
the robot hand is at (2.5,0) in inertia space. In the following discussion the mass/inertia ratio is
referred to as the mass/inertia ratio of the base with respect to the robot.

The base is completely free-flying, therefore it moves and rotates in response of the robot
motion. Figure 3 depicts the space robot system motion trajectory in 60 seconds when the dynamic
control algorithm is applied to the system, with the mass/inertia ratio mo/m = o/I = 2. The
base exhibits not only translation but also rotation when the robot hand tracks along a specified
horizontal straight-line trajectory.

Figure 4 shows position errors of the robot hand when the PD control with gains Kp =

diag[400,4001 and Kd = diag[40,40] is selected. The target trajectory for robot hand in iner-
tia space is Xt = 2.5+ 0.02t, Y = 0. The mass/inertia ratio of the base with respect to the robot is
10 in this case. It is found that the simple PD control algorithm works well and the position error
converges to zero. When the mass/inertia ratio is decreased, however, e.g., mo/m = 1o/I = 2,
the simple PD algorithm may cause system instability, which can be confirmed by Figure 5 where
excessive torques is needed to correct divergent joint error due to instability. Under the exactly
same condition, Figure 6 shows the required joint torques using the dynamic control algorithm,

and it can be found that the torques converges as the error converges to zero. Various simulations
have shown that the PD contro! works well when the mass/inertia ratio is not too small, and the
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Figure 3: NMotion trajectory of a planar free-flying robot system.

dynamic control algorithm present an excellent tracking performance even when the mass/inertia
ratio is small.

For the case that mass/inertia ratio is large, e.g., mo/m = Io/I = 100, the required input
torques are plotted in Figures 7, and 8. We observe that, though the PD algurithm works well, it
requires larger joint torques and longer transient response time than dynamic control scheme.

Step input system responses are also studied. Figure 9 shows that the motion trajectories in X
direction under different control algorithms. The commanded step input is from 2.5(m) to 3(m). It
is found that system response (dotted tine) is unstable using the PD algorithm. However, desired
critical damping transient response performance can be achieved by using the dynamic control
algorithm.

Physically how much mass/inertia ratio of the base to the robot is desirable and feasible, is still
to be determined. When the base is a space station, the ratio has been suggested to be as low as
3. Intuitively, the lower ratio causes more significant effect of dynamic interaction on the system
perforimance. Figure 10 shows the base rotation angles when the mass/inertia ratio is 2. 10. and
100, respectively. It is found, no surprisingly, that the less the ratio, the larger the base rotation
angle as a response of the robot motion.

7 Conclusions and Future Work

The dynamic control of a space robot system with on thrust jets controlled base has been stuidied
in this paper. We presented systematic derivations of kinematics and dynamics of the system.
We found that the system dynamics can not be linearly parameterized, which makes fundamental
differences on the control of a fixed-base robot and a free-flying space robot. Based on the dynamic
model derived in inertia space, we proposed a PD-based control algorithm for regulation and a
dyniamic control algorithm for trajectory tracking applications in space. The rogulation controller
is simple and easy to implement. The dynamic controller provides a stable and fast system response
even when the mass/inertia ratio of the base with respect to the robot is small. The property of
nonlinear parameterization has been demonstrated in theory and by a case study. The validity of
the proposed control algorithms are verified by simulations using a planar space robot system.

Some future research issues can be addressed as follows. First, in space applications, velo'itV
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measurements may not be available or inevitably contaminated by noise. It is therefore worthwhile
to accurately estimate the velocity from direct available measurements such as position in inertia
space. Some nonlinear observers, such as pseudo-linearization technique, sliding observers, and
smooth nonlinear observers can be adopted to this purpose. Second, the dynamic control algorithm
is computationally expensive. On-line computation of inertia matrix and inversion of generalized
Jacobian is required. It can be improved by developing efficient algorithms similar to recursive
N-E formulation in fixed-base. Third, it may be impossible to cancel nonlinear and time-varying
effect by using the proposed control law, because an accurate estimation of H and C may not
be available. In this case, adaptive control is desirable. Adaptive control algorithms have been

proposed for space robot system with an attitude controlled base in [22]. For completely free-lving
space robot system, however, adaptive control scheme is still demanded.

8 Appendix 1: Dynamic Equations

The dynamic equation in inertia space is developed by using Lagrangian formulation as follows.
The kinetic energy is

6 6

T = 1/2ZEEZikk*,3
1=1 j=l

Before using the Lagrangian formulation we must compute

d OT d 6 6 6
-7( j,, ) = -(E H,jk) = Hi, R, + E f:i,i S~l
(it O, dtHA Z & ,Z 0 ,(l1=1 1=1 ./=1

where H,, is a function of X1, .6, (i.e., pz,pY,pz,a.,3,), and

dH ,, 6 M d = 6 O H , kdt E Oxk ,"  E 0X,;
k=1 k=1

OT 0 6 6 6 6 H .

(x 1/ I jijik == 1/2Z1:E 5x, XXk
_X1 oj=x k=1 1k=

Therefore, the dynamic equations are represented by a set of equations

6 G

E H,x i, + E C,± = F,, = I,.,6. s7)
J=1 J=1

6 6 6E7 I-,,i, + E7 E h,,k-i,il F,, i 1,...6.
j=l j=1 k=1

wliere
0~k Htl 1/2i)Hjk(,)

= X O, Ox,

are the Ciristoffel coefficients. And
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6 6 6 6 H O j." ~i

6 6

C~zJ = I/2ZZ 3*,kk+ 1/2Z(H~k OHjk

6 aH i E(OHik a Hjk
cj = 1/2 E +1/2 k ,Xj Ox

k=1 k=

Aj- 2Cj = 6 ( Hik _ 0 1 1
2 k k

k Z xj Ox,

i,3 - 2C,: = -(il, - 2Cj,) (90)

Therefore, Ht - 2C is skew-symmetry.
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Figure 4 Position errors of the robot hand using the PD regulation control
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Figure 6 Input torques of robot joints using the dynamic control scheme
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Figure 8 Input torques of robot joints using the dynamic control sc)lwme
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Figure 10 Base rotation angle under different mass/inertia ratios
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